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Screens (fixed and mobiles).

See Annex.
TEST PROCEDURE SPECIFICATION
EN 1023-1:1996 EN 1023-1:1996
Screens EN 1023-2:2000 EN 1023-2:2000
EN 1023-3:2000 EN 1023-3:2000
. Technical guidelines set by TECNALIA and detailed in the
Materials

technical sheet attached.

— Initial inspection of manufacturer’s production and control system.
— Initial test of type of product.
—  Weekly observation, supervision and assessment of quality system.

—  Weekly testing of raw materials using samples taken in the factory.
—  Weekly testing of samples of finished products.

The tests referred to in this certificate were carried out at TECNALIA’s laboratories, accredited
by ENAC (The National Accreditation Office) as set out in the following regulation (among
others): no. 4/LE024.

28.05.2021
28.05.2021
24.07.2023

Carlos Nazabal Alsua

Manager

15966973M CARLOS MANUEL NAZABAL (R:
B20991220)

This certificate is not valid without the corresponding technical data sheet attached to it
This certificate may be modified, temporarily suspended and withdrawn.

The validity of this certificate can be checked consultation in www.tecnaliacertificacion.com

Pag.1de2



TECNALIA

L C

Annex
Product Certificate TECNALIA

PRODUCTO
CERTIFICADO nQ 0103 246
01.32/15
Product specifications
Height (cm): 110, 140, 160 and 180.
Width (cm): 65, 80, 100, 120 and 135.
Materials*: — Inner: 16 mm melamine board.
— Outer: Upholstered 5mm thick foam.
— Support to the ground: Aluminium leg with levellers and wheels.
Finishes*: — Melamine particle board of low propierties.

— Application of paint on metal.
— Other finishes: anodized aluminium, electrolytical coatings etc.

* In accordance with the UNE 89401-1:2008 standard
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